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THE OPERATION OF MAGNETIC AMPLIFIZRS WITH VARIOUS TYPES OF LOADS

PART II -- CONTROLLING THE ANGLE OF FIRING

THE TRANSFER CHARACTERISTICS OF AMPLIFIERS WITH LOW CONTROL IMPEDANCE

Introduction

The companion paper Part I (Ref. 1) has supplied expressions for output
currents and for currents in the load in terms of the angle of firing oL taken as
the independent variable. The treatment has been developed with reference to prac-
tical situations of magnetic amplifier circuitry, but substantially no need was felt
for a close understanding of the phenomena taking place in the amplifier proper.

To obtain transfer characteristics relating load currents to amplifier
signal a further step must be taken; numely one must determine the signal required
to set a wanted angle of firing. It is under discussion in the art whether the out-
put of a magnetic amplifier is "controlled” truly by magnetomotive forces or by
voltages or, conceivably, by some other variable, One may say that this is a matter
of personal taste, as any complete analysis of these electrically and magnetically
interlinked systems requires consideration of both Faraday's law and Ampere's
circuital law., But certainly for certain types of amplifiers (Ref. &) the analysis
is attacked profitably in terms of voltage equations only; no need is felt (up to a
certain point) to consider the magnetomotive force equations of the cores; hence
control voltages (or volt-time areas) are taken as the primary factor governing the
angle of firing and thus the output. As the analysis of Part I supplies information
concerning the angle at which a core ceases being saturated the evaluation of the
signal voltage required for any wanted "reset" is almost immediate in amplifier
circuits of this kind,

On the other hand, the operation of two-core amplifiers of the kind shown
in Fig. 8, Part I, is defined best in terms of the magnetomotive force of average
control current, which is taken as the controlling signal. In the following the
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question of signal requirements for wanted angles of firing is investigated for con-
ventional amplifiers of this second kind, in situations of "low" control circuit

impedance.

As the attention is focused on the m.m.f. equations of the cores, proper
knowledge of the physical relations between core fluxes and m.m.f.'s in statie, as
well as in dynamic, conditions is needed throughout. More or less accurate approx-
imations are allowable for this, depending on the order of magnitude of the ampere-

turn gain of the device.
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1) The Transfer Characteristic of the Simple Saturable Reactor

This elementary device is obtained from the amplifier circuit of Fig. 8,
Ref. 1, by elimination of the feedback turns Ny and associated bridge. In this
case it is acceptable practically to approximate the core magnetization curve by a
vertical segment through the origin and two horizontal straight lines. As long as
a core flux ¢: is swinging between positive and negative saturation '-'—'¢sat'
its magnetomotive force LK is very small and is assumed to be zero; magnetomotive
forces other than zero yield positive or negative saturation,

With the symbols and sign conventions shown in that Figure, the magneto-
motive forces of the two cores are

1-1) ﬁi—\l he Nc_'lvc + N%La and 1-2) ZHK = NLL(_ - Nﬁ.\'g

During prefiring intervals the voltage of the a.c. power supply is balanced by the
rates of change of both core fluxes; {Hg = .eH = 0, and thus Ve = Lg = O .
#henever one of the cores reaches saturation f1r1ng occurs; the other core, unsatu-
rated, acts as a current transformer while the voltage of the a.c. power supply is
balanced by the load, in series with the resistances, inductances and voltage

sources of the control circuit reflected through the coupllng provided by the unsatu-
rated core, Hence at any time in the cycle Nyi, = \i \ (Readers not familiar
with this matter may gather quick orientation from Ref. 3.

This "d.c. transformer law" relating control currents to gate winding
currents is valid, regardless of the type of load, of the impedance of the control
circuit and of whatever residual inductance may be found in windings of a core beycnd
its sharply defined saturation flux level. Transfer characteristics relating half-
cyclic averages of amplifier output m.m.f, N I to averages of control m.m.f. NI,
are represented by portions of straight lines a% 45° through the origin, up to break-
ing points which correspond to the driving of the amplifier into conditions in which
both cores become saturated simultaneously at some time in the cycle. Hence, for the
loads considered in Section 3, Part I, the half-cyclic averages of load current,
Ir=1 and of control current I, are related linearly by Ip= Nc/Ng I, over the

region 0(4/56044—1'\' .

For the rectified loads considered in Section 4, Part I, control and gate
winding currents still are related by this law, but the load current coincides with
the gate winding current only during foreing intervals. As relaxation initiates,
ig drops quickly to zero, while the 1oad current iy keeps flowing through relaxa-
tion paths. That is Ig¢ Nc/Ng = Ig = ILS, but the total half-cyclic load current

Iis = ILS + ILS receives a further contribution ILS from the relaxation interval.
To calculate load currents for given of one must know whether the flow of current
is discontinuous or continuous, as discussed in Sections 2 and 4 of Part I. Namely,
one assumes discontinuous flow, to start with, and evaluates 8§ from eq. 2-5) and
eq. 4-6)., If § € x4 this assumption was correct and Iis and ILQ are
twice the values given by formulas 2-8) and 2-9). If § is greater than of +TC
the assumption of discontinuous flow was incorrect; then I’ g and Ifg are given by
formulas 4-4) and 4-5). (It should be noted that the eventuality of discontinuous
flow never arises if Ej 1is zero or negative.)
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The transfer chaﬁfcteristic, relating loud currents to signal, is obtained
by plotting I;g® Iﬂs'+ I versus I, = Ng/Nc Iﬁé, and, with the occurrence of
relaxation, ceases to be a straight line, as shown also by others (Ref. 4 and 5).

Moderate extensions of this analysis can be made when the saturable reactor
circuit is modified by the addition of feedback turns Ng shown in Fig. 8a, Part I.
The m.m.f. equations of the two cores become

1-3) 2.\'\1": Nc‘\.c*‘ N%Lm +N{.if H 1-4) q,\'\m z N(,LC - Ma‘.%“‘Ne/\.f_

Under the assumption iy = |i,\ (i.e. perfect rectifiers and no bridge
"overlap" phenomena) *these equations show that the d.c. transformer law modifies into
Nele = Ngligl (1 :_Nr/Ng), where the sign - or < applies, depending on whether
the m.m.f. of feedback and of signal are concordant or discordant. Transfer charac-
teristics relating half-cyclic averages of signal snd gate winding currents remain
straight lines (properly tilted) regardless of the type of load. If relaxation occurs
in the load, half-cyclic averages of load currents I;g are calculated as before.
Tronsfer characteristics are obtained by plotting I;g = ILé +1; g versus

- [
I = Ng/No (1% Ng/Ng) Ipg.

However, this overly simplified analysis loses practical validity as the
number of feedback turns Ny is increased,and becomes absurd when Np = N,. This
inadequacy is disturbing because conventional self-saturating amplifiers of the
doubler, center tap or bridge types -- most common in the manufacturing practice --
behave exactly as external feedback amplifiers with Np = Ng. A proof of this equiv-
alence results from simple algebraic transformations of the corresponding circuit
equations; (see Ref. 6).

Attempts to improve on the analysis above by introducing a finite slope
for the unsaturated portion of the magnetic characteristic are only moderately use-
ful and inherently artificial. A much more realistic and valuable approach has been
chosen by Storm (Ref. 7) by discarding single-valued representations and by expressing
the magnetization curve in the unsaturated region by a rectangle with vertical sides,
This dynamic hysteresis loop yields the magnetomotive forces of the amplifier cores
(and thus the instantaneous control currents) during the pre-firing interval of
swinging fluxes.

But no information is expressed in this way on the m.m.f. requirement of
the unsaturated core during the remaining part of the half-cycle. If the static
hysteresis loop is very narrow its m.m.f. during this part can be assumed to be zero.
But this simplification is less adequate for common cores (i.e. 0.002" Deltamax,
Hypernik V, etc.) as pointed out by Lord in the Discussion of Storm's paper and in
Reference 8., In fact during the output interval, while the one core is definitely
saturated, the other core, unsaturated, wanders slowly along the bottom of the minor
loop from the left toward the right side, and the instantaneous control current is
not zero nor does it average zero over this interral, The time-varying magnetomotive
force of the unsaturated core is governed by a veriety of complex phenomena presently
understood only in part. Further analytical attempts must be preceded by a careful
and discriminating observation of such elusive effects.,
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The semi-quantitative considerations that follow are based on experimental
investigations of this kind, jointly with circuit analysis, to remove some of the
vagueness that affects the considerable empirical corrections (or "shearing" factors)
commonly needed to match analytical predictions to actuual experimental transfer
characteristics. Particular attention is given to the "positive" (high-gain) branch
of the transfer characteristic. Purely resistive loads dare considered first; then
extensions are made to more general cases.

2) The Transfer Characteristics of the Doubler with Resistive Loads

The amplifier circuit of Fig. 8-b, Part I, is considered, with load RL’
purely resistive. The m.m.f, equations, with the symbols and sign conventions
shown, are

2-1)  LWq =N¢L¢+N%L%1 and 2-2) «e\-\ﬁ + Nele + No&"a&“"

and the voltage equations are, for the gate loops

2-3) \)‘1, = V%Mv Sin wb = Nﬂk% +A?L31+ R\_Lq * V'YI swhere LG\ = L%’E - L%n
. - , LN » -
2-4)  Vg= \/‘8"’ sinwb = =Ny d_.? ~tylgn t Rilq™ g

where /U is the ohmic resistance of one gate winding and ‘V;; and \f;n
are the voltages across the rectifiers, (positive drops for the chosen positive
direction of currents),

| d
and £-5) Ec ¥ QC Lo + Nc ----4t + Nc_d-'—¢l for the control loop
dt at
where E, 1is the d.c. voltage applied, R, 1is the totul resistance of the control
circuit.

. Defining 2-6) Le = Ic t lch (where IC = EC/EC and
ek is the harmonic content of the control current, averaging zero over the
half-cycle) eq. 2-5) transforms into

2-7) O = RCLCH*-NC%L + N¢ i.%m

This algebraic transformation corresponds to a substitution of the actual control
circuit with two separate circuits, both with N, turns on each core. One circuit

is supplied from a constant current source Ic, (where I. 2 E¢/Re by definition);
the other, with total resistance R, has no applied voltage, i.e. is short circuited.
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By subtraction of £-4) from £-3)
2-8) 0 = Ng& '*“ +Ng ddp ﬁ%f’og; +hglen * Wizt Vg
at

which can also be written directly as the voltage equation of the external loop of
the two gate windings in series, Using 2-7), eq. £-8) transforms into

2-9) 0 = /ﬁ,?i” t Ay Lﬂ_ Vg tVyp — Relen N%/Nc

This equation is useful as it gives some clue as to which rectifier is conducting at
any time.

It is assumed at first that the rectifiers have no appreciable leakage.
(That is, leakage, if any, shall be considered later by way of corrections, see
Section 7.) Rectifiers satisfying this condition are readily available to the
experimenter., Also it is assumed that the two cores have equal sizes and magnetic
properties as should be the case if proper core matching techniques are used in
amplifier production.

The customary assumption R, ® O shall be avoided here as it may give
rise to misunderstandings about its meaning. Rather, in the joint experimental and
analytical study that follows, cases of "low" control circuit resistance and cases
in which this resistance is increased, e.g. by the addition of sizable forcing
resistors, shall be considered in succession.

The operation of a doubler with purely resistive loads is evidenced by the
oscillograms of Fig. 1. (Core data: Hypernik V, ID 14", OD 23", height 3",
thickness of laminations 0.002".) In this case R, (or more properly R,/N, ) is
"low", as the control winding on each core occupies about one-half the available
winding space, while the control voltage source E, has negligible internal resis-
tance. For this amplifier the rectifiers are Germanium AJAlA3, G. E. Co.,

N = 2500 turns, R, = 2 x 65 ohms, A4 * 75 ohms. The load resistance is
l RL = 4%0 ohms in the tests of Fig. 1; moreover, the crest Vg, of the 60-cycle gate
supply voltage is ng = \2 x 130 volts; this value is only slightly lower than the

crest Vgn =® W Ny Q sat Of the "normal excitation" voltage, swinging the core
fluxes from positive to negative flux saturation level 4_’_ Qsat and vice versa.

| —

Fig. l-a shows the major dynamic loop of one core at the operating 60-cycle
frequency and a minor loop described in the operation at a rather early angle of
firing over the "positive" range of the transfer characteristic; Fig. l1-b and Fig. l-c
show instantaneous values of i, and igy {at the same scale) during one positive
half-cycle {during this half-cycle no defectable igII is recorded).

. Interval 1. At wt = 0, core I is found at some initial ("pre-set")
flux level QP , while core II is at a level somewhere on the top of the loop near
the "residual” level. During the pre-firing interval @1 climbs toward & Q sat
while QW diminishes at a nearly equal and opposite rate, as shown by eq. 1-7).
Both fluxes are varying co-sinusoidally in time (or very nearly so) and their
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magnetomotive force requirements result from portions of a minor loop which in its
descending branch is seen to be very nearly coincident with the major dynamic loop
embodying effects of eddy currents and domain boundary movements.

During this interval 1,77 cannot be negative in the absence of rectifier
leakage. It is shown here that it cannot be positive either. 1In fact, /igigl
and )r51 are certainly positive, hence eq. 1-4) indicates that the sum
( Ay ler + Vyg —Z‘me ) must be negative. Now, over the positive branch of
the transfer characteristic /' * \ve\»\T\ in the pre-firing interval from 0 to &
(as I, 1is obtained from an averaging process of i, over the whole half-cycle).
That is, with our sign conventions, i,p 1is a negative quantity during pre-firing
and thus (- R, i,y Ng/Nc) is a positive number. Since igII cannot be negative,
it follows that \’91 must be negative; i.e. a reverse voltage appears across the
gate rectifier II and therefore igII cannot be positive either.

{On the basis of superficial thinking one could be inclined to take for
granted that no positive 1ip77 can flow during the half-cycle considered. Such
"intuitive" reasoning will be shown to be fallacious as positive igyy may well flow
in later portions of the half-cycle considered.)

With 1,77 0, eq. 1-2) yields i, = ZM‘/Nc where 2“1 is obtained

from the descending branch of the major dynamic loop.
Analytically this loop can be approximated by a parallelogram of width

2 L\'\d- with slopes M’/M\-\ = Qw/v““zconstant. As eq. 1-4) yields
= -(\- Vg,
By = fear ~(1mcos b)Yy /N%w ,

< - - - \/ ™ — \J w
2-10) l“-\y 2 Ulk(\ Vad Vi & /\/“N YA %A/‘«N Cos wl.-}
where \jqk\ = C«)Nar &S&).'

Hence the contribution I, given by this first pre-fixing interval to the
total I, is

o Y
! = L \ = —-\-— = - Qu - \I:‘f - v b y
211 Lo > flceiu)é ™ fﬂurdwf ﬁc{(\ Vﬁ\)kvtﬂ\o( A %;NSVN&E

(<]

: N
which for Vgn = Vgy reduces to
M (ok ~ Y Snel)
TN,
The simplified eq. £-12) coincides with an expression derived by Phillips in the

Discussion of Reference 6, but it is only a part of the total Ig. The assumption
Vam = VgN is accepted throughout the following text.

!
2-12) Ic = -
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Interval 2. At whb =« the ascending él reaches ""ésat and
from there on ai; dt tuakes an entirely different (and much smaller) order of
magnitude; according to eq. 2-3) igI is now limited primarily by the load and gate
winding resistances. The phenomena taking place during the firing transition are
not easily described; the firing shock may cause some oscillations in the various
loops with spikes and dips in i,. Fortunately these phenomena are short-lived and
may be ignored in an attempt to evaluate I. by an averaging integration extended
over the whole half-cycle,

If firing occurs at A £ “/q_, ig1, after its firing jump, keeps in-
creasing, reaching its peak 1,7 peax = ng/R at T T/, Accordingly ?I
at that time reaches its maximum velue & .y, where § max <~ ¥ § sats
since the "saturated" incremental permeabilities of core I, small as they appear, are
certainly not zero.

Eq. 2-7) indicates that @5 keeps decreasing during this second time
interval (this is generally true because i, 1is positive over this interval for all
but very small values of ©K ; while also R, ich 18 generally small in comparison
to Ne dh/d,t over this interval). But both flux changes are now slower, by an
entirely different order of magnitude. Therefore the m.m.f., requirements of the still
descending core II are no longer expressed by its dynamic major loop and are ziven
more nearly by its static major loop, as recognized in Ref, 7. This loop can be
approximated by a parallelogram of width Q_QH—S and of slope dé/d.@ﬂ 2 Qs‘,{'/vs{)“s
where Vs ‘-‘(OD"ID) 'D-\-ID) ; (see Ref. 9).

Considering that the downward excursion on the static loop is very limited,
it appears that i, over this interval (in which igII is still zero) is expressed

by
b * ‘Xl'u’wt (\—Vr;CDS&) = Conshmt) where X = 1Qu‘/i_eu¢

The contribution Ic" given to the total I, by this interval between
K and T{ is

2-13) T-‘cl = '%%%d (\'V‘sc@’-"‘)@’m" °‘> valid for &< 1‘/,& .
[

No such contribution appears in the over-all expression of I,, if firing occurs
at 4 ;“71— , that is

|
4-14) Ic‘ - 0 if °<7/“72

Interval 3. In the remaining part of the half-cycle igI decreases and
and accordingly QT. also decreases from Qmax' Hence a process begins in
which, with Re 1ig, small in comparison to |Ng 4&:/4& \ , the flux Q‘l

starts increasing (very slowly) toward the level én = é, at the end of the
half-cycle. During this third time interval the magnetomotive force requirements
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of the unsaturated core Il wandering from the left to the right side of the static
loop are somewhat obscure,

Attempts to give analytical expressions to the incremental permeabilities
corresponding to this portion of the bottom of the minor loop have not been satis-
factory so far, as any approximation tried does not explain some intriguing experi-
mental evidence; for instance, the oscillographic trace of “1 as a function of
time over this third interval seems to be affected only slightly by changes of Ry,
or V (and thus of ig eak) or of Re within somewhat broad ranges. (This is
a matter for further invesgigation and analyses presently in course.)

But the very invariance of this trace, recognized from experimentation
performed on various amplifiers for different cores, allows for an empirical approx-
imation of i, over this third interval. Namely, with i T ® 0 (as is still well
the case for "low" values of Rg) the parabolic approximat%ons are suggested

2-15) L= -Xﬂi\_vsusw - 3(06!: -“/1,>1} if ,(4“],2_
N T
and 2-16) Lc t - X%f-[\ -V4C05& = L ‘“i,-:{—fy‘k it *Z“/’L

Hence the contribution given by i, over this third interval is

(o) e <
(4]

or 2-18) Il" = "X%dﬂ-\/g- VSCosil@-x) if o<7,ﬂ77_
<

The total control current I, needed for any wanted angle of firing
is thus

' \ 0"
2-19) IC = I_c + 10 + '[2 + function of &

where Ic\ is given by eq. 2-12) while Ic“ is given by eq. £-13) or eq. £-14)
and Ic\“ by eq. £-17) or eq. 2-18) depending on whether o4 "‘r/z or o 7,1('/?‘ .
(Oscillogram 1-d evidences the immediate transition from interval 1 to interval 3

for a case of ol 7’1\'/1‘ )

On the other hand, the load current for given ©X is obtained from the
type of reasoning used in Part I, with some correction for contributions given by
pre-firing gate currents, whenever significant. That is,

2-20) -S'\..‘ XQ = ."gIS r XEI-P = function of of , where
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A
P2 = . s \ \ <
2-21) lg-s -“L \.g[ dwk '."ii-!:é (\*COS .() . Q«'“w R QL'\'A«O is

the contribution given to the half-cycliec average of gate current by the most signi-
ficant saturation (post-firing) interval, and

w
2-22) IgIP - ;‘ef lgr iu)l,’ =2 (‘-':LA' i-':_ is the contribution of the magnetiz-
o

ation (pre-firing) part of the half-cycle. Eq. 2-22) is based on the coarse assump-
tion that the m.m,f, requirement of core I climbing toward saturation is obtained
from L\'\I = Neig + Nglg with 2“: = 40l throughout. This approximation
yields most nearly correct results for o= where Ig: may be most signifi-
cant, while its significunce becomes per cent-wise smaller as o approaches zero.

Under elimination of o from the two parametric equations 2-19) and
2-20) the transfer characteristic Iy = 2‘(10) is obtained. Also an analytical
expression is obtainable for the incremental ampere-turn gain KA‘\' .

K= ALt | N, divie
" AleNe N Ale/gn

Curve {(a) in Fig. £ shows an experimental transfer characteristic for the amplifier
and load described. The same curve is repeated on the right and compared with a
calculated one. (It is noted that dJnﬂ/dsxtakes two slightly different values at
- & ='E%z , depending on whether formulas Z-13 and 2-17 or £-14 and 2-18 are used,
approaching W from o &, or from & »TW, . This discontinuity of
incremental guins which is not detected in experimental characteristic$,results from
the simplified analytical fit chosen to describe the interval 3. More elaborate
formulation would eliminate this flaw, however at the expense of the numerical calcu-
lations used to describe the transfer characteristic. On the whole, calculated and
experimental incremental gains appear to agree rather well over the whole range of
operation.)

2-23) = function of & -

It should be clear at this point that the formulas suggested are no better
than clumsy attempts to coordinate analytically certain phenomena, The considera-
tions <iven may be of some value in so far as phenomena are pointed out which should
be properly considered and weighed by designers searching for "formulas" of their own.

The relative significance of the constants H’;L, Rs s VA, and Vs is
recognized by inspection of the formulas. This may be of interest in the question of
pertinent core testing procedures. It may be noted also that the operation de-
seribed is not limited to cases of finite positive slopes of the major loop. In
fact, AQ/A’“ could be infinite or even negative (as mentioned by Phillips) and no
immediate reason could be seen in this to decide upon instabilities in the operation.

Modified expressions for I, may be needed, for instance, whenever the
dynamic loop cannot be approximated completely by a parallelogram as it presents
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bulges, e.g. at the beginning or end of the descending branch. No attempts have been
made to embody in the formulas "triggering" effects, recognized generally at the
lower end of the characteristics and discussed in Ref. 10.

Influence of forcing resistors. The assumption of "very low" control cir-
cuit resistance can be removed now examining how the control current i, is modified
during the three intervals described when R; 1is increased within certain limits by
means of forcing resistors added in the control circuit. Eq. 2-7) shows now that the
rates of change of @1 and §n no longer can be considered as equal and
opposite, though for practical values of the forcing resistor their orders of magni-
tude in the various intervals may not be affected substantially.

During the pre-firing interval i, is mostly negative, then \défldt\édﬁé,
thus V,I.{_o and igg = O. @\'_ descends at a rate which has been slowed down
by the presence of the forcing resistor; but, as long as R, i,p Ng/Nc is small in
comparison to Ve , this rate of change remains of an order of magnitude that
justifies the use of the major dynamic loop to obtain i, (and thus I{ ) during
this interval.

Again, at Wt = o , 1 1 Jjumps and, if o(I-T/»L , 1t keeps increas-
ing further until it reaches its maximum at wt = 'T/f or very nearly so. Dur-
ing this interval, as §I keeps increasing slowly, "IFE decreases also slowly
and the static loop supplies 1i,. No general statements can be made about the sign
of 1i,p &and therefore about the influence of the voltage R, ion upon the rate of
change of %z during this interval, For angles of firing already 2 little larger
than 0, 1,y 1s generally slightly positive; then the forcing resistor increases
somewhat the rate of change of the very slowly descending <fn-, and in fact é‘t
may keep descending along the static loop even while 1igI , decreasing from its peak,
causes @I to recede from é maxe In this case the second interval is protract-
ed beyogz *n'/z and this results ultimately in a somewhat larger value of I, for
given .

Other mor= striking effects, which take place in the doubler, generally
toward the end of the voltage half-cycle, are more largely responsible for the over-
all increase of 1, due to the forcing resistors. 1In fact, as core 1I is wandering
fro? the left to the right side of the static loop the unexplained wave form of

\-\I appears substantially unaffected by the introduction of the forcing resistor.
But already before the reversal of line voltage at wk=T a positive flow of
igi1 (with the sign conventions of Fig. 8-b, Part I) can be observed. In fact,
eq. 2-9) with /‘Ls lgr approaching zero and with 1,5 certainly positive over this
region, indicates the possibility that V?Il' may no longer be negative.

This is an "overlap" phenomenon of simultaneous conduction of both recti-
fiers, which is well evidenced in Fig. 2. As igII now gives a {positive)contri-
bution to X.R‘_ , 1¢ 1is modified. An exact analysis of the overlap does not
seem easy for a number of obvious reasons; all the various terms appearing in
eq. 2-9) are of the same order of magnitude (and very small) as the end of the half-
cycle nears; departures of 1,5 from the sinusoidal wave forms are noticed; thresh-
old voltages of both rectifiers are significant and, moreover, while one recognizes
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that 1,y 1s positive now, no quantitative expressions for it are available. Qual-
itatively one sees that overlap initiates earlier if R, N /Nc is large in compari-
son to the gate winding resistance Rg, and if the threshold voltages of the recti-
fiers are low.

The transfer characteristic (b) in Fig. 2 evidences the increase of control
current requirements due to a sizable increase of Ry;. On the other hand, curve (e)
indicates the effect of total "constraint" when i,y is made zero by the use of a
4500 henry reactor ( 3.4 Megohms for the second harmonic of the 60 cycle power
supply frequency) in series in the control circuit.

Finally, curve (g) shows the characteristic obtained multiplying by two the
output of a half-wave amplifier with constant control current, i, = I.. The preced-
ing description of the phenomena taking place in the unconstrained doubler indicated
already that hasty generalizations of constrained half-wave amplifier behavior to un-
constrained doublers, popular as they may be, are not warranted, unless one is satis-
fied with the rather obvious recognition that in either case signal currents somehow
control the amplifier between the two limits of full and minimum output.

It should be added that additional magnetomotive forces introduced by means
of bias windings simply translate horizontally the characteristic (a). On the other
hand, the characteristic obtained in (b) is transformed into (a), and then translated
horizontally, if the described effects of the comparatively high constraining Rg
used to obtain (b) are eliminated by the parallel action of some low resistance bias
circuit. More precisely, in the case of many control or bias circuits excited by
d.c. voltages, the output is dictated by the algebraic sum of their average magneto-
motive forces. The degree of "constraint™ of the amplifier, and thus the effects of
overlap etc., depend on the magnitude of the summation <F_ N17R extended to all
control circuits. (This point has been investigated experimentally anew becuuse
doubts have been raised on this matter and hence on the legitimacy of the use of the
concept of average control magnetomotive forces as "signals" in this kind of amplifiers.)

The "negative" branch of the characteristic. The considerations that pre-
cede apply over the so-called "positive" branch (i.e. the high-gain portion) of the
transfer characteristic, in which the output is controlled from its maximum down to
its minimum value by increases of the absolute value of the negative I,. Minimum
output is obtained when & =W , that is, when I, = - L\-H,/Nc. In this partic-
ular condition no firing occurs, as both fluxes swing up and down without ever ex-
ceeding the levels x § sat’ and the cyclic average of output current I = Ig

is given by 'Lq-. ngP‘; Z"g*\lc‘

Further increases of \Ic\ cause the output to rise again, though with
considerably smaller ampere-turn gains. To describe this branch of the chuaracter-
istic, let it be assumed that at the beginning of the positive voltage half-cycle

ér is at some level near the negative residual flux and that §'r is at some
level between the lower and upper limits of the major dynamic loop. At wt o
the usual process of swinging fluxes initiates as tﬁr ¢limbs and qfu comes
down. The m.m.f. requirements of the descending core may still be dictated by the
major dynamic loop, but this may not be sufficient to define i, 1in this case, be-
cause with \Iq\ > luich, the harmonic term i,y 1is positive and "overlap" (that
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i1s,flow of positive i 11) is observed frequently in the pre-firing interval. Higher
values are taken by i, after firing. In fact, firing occurs here when, at some

wb = oL, the descending flux ¢ g reaches — & goy. From then on the a.c.
source sees the load resistance, in series with the reflected control circuit, since
core I is not saturated and acts as a current transformer. During the firing inter-
val i, & -Ng/Ne ip7. In conclusion the over-all ampere-turn gain NyIg/NcIg,

(which at o = ' was seen to be equal to iwo) decays gradually %o become very
nearly unity when |Ic\ is increased to give maximum output ( o = 0) at the left
hand of this branch. In view of the comparatively limited significance of this

branch of the transfer characteristic a more detailed analysis is omitted in this Paper.

3) The "Center-tap" and "Bridge" Circuits with Resistive Load

Without writing the voltage snd m.m.f. equations of these circuits, it can
be stated that the phenomena described in the preceding Section 2 are recognized
without appreciable differences in these new cases. 1In fact also,oscillograms of
gate and control current are quite similar to those presented in Fig. 1, but for the
presence of some small rectifier leakage. (Of course, the higher reverse rectifier
voltages appearing during saturation intervals of these circuits require the use of
differently rated rectifying elements.) Formulas 2-11) to £-19) apply here too;
separate corrections to account for leakage can be introduced subsequently, as men-
tioned in Section 7.

As Re 1is increased by means of forcing resistors the first of the two
effects mentioned in the third interval still appears, that is, i, remains at the
level dictated by the static loop beyond the point at which igI reaches its peak.
The second effect ("overlapm™), however, is much less conspicuous and hardly notice-
able. In fact, the voltages to be overcome to initiate any earlier flow of positive
i,11 are inherently higher in these two amplifiers. As overlap is more nearly
negligible, it may be expected thut the transfer characteristics of these circuits
should be much less sensitive to moderate increases of R, than was noticed in the
doubler. This evidenced by a comparison of the experimental transfer characteristics
(c) and (d) of Fig. 2. An entirely different situation arises, however, in the case
of extreme constraint, as shown by curve (f) of Fig. 2.

4) The Doubler with Non-rectified Inductive Loads

This kind of load has been treated in Section 3, Part 1. For any value
of of the nomogram supplies the corresponding angle of extinction . The
interval 1 initiates here upon extinction of the preceding saturation interval.
That is, at wt = /5-1" . ‘EI is found at the pre-set level fp and
starts climbing toward saturation, while @I decreases at a nearly equal rate
from its initial level, somewhere near @» rese The rates of change of these
fluxes may be somewhat different than in the pre-firing interval of the situation
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described in Section 2, because a different portion of the sine wave of Wr? is
being absorbed by the cores. By way of approximation, however, it shall be "assumed
that the portion of minor loop described by the descending core over this interval
gtill coincides with a portion of the major dynamic loop. Thus, for this interval,
as é[ 3 fs“'[cos(\t-ﬁ)—toswl'l \Jﬁhﬁ /wN with the major dynamic loop approxi-
mated by a parallelogram, (and with ng 3 VgN) it is found

N
! \ g _
4-1) 1= : ‘S.E,rcd.wt - -{1% &(\—va,&\»wsp}\(u(-/sw) — VA (Sums % + Sw/b)}
[

At &Jf =« firing takes place uand igr starts increasing; thus in this
second interval QI increases from f sat ‘toward § max 7 @sat and
accordingly QII comes down at a very slow rate so thut the m.m.f. requirements of
core II are more nearly expressed by the static major loop. The downward excursion
on this loop is very limited, hence i; is substantially constant during this pro-
cess and is given by

4-2) \"C = ‘%_L_h%é' \ - \)sc\ ‘\-C0$0L+Co‘;/5)}
¢

This second interval lasts until 1,7 reaches its peak at wb § , Where & is
evaluated from Part I, Appendix B, Fig, 10. Hence

¢
i) -lcu %dedwk = —X“f_ﬁj(t\ —\)$<\‘\'Lo‘.>ok+00$/$>](é—d\)

"

Beyond { the current 1igl decreases from its peak, 451 decreases
accordingly and the third interval takes place, during which én rises slowly
while the core m.m.f. wanders from the left to the right side of the static major
loop. Again the wave form of P¥1[ can be approximated by a parabola. Hence

" A
4-4) 1. - .‘T—‘ fg ( dwt = -X_T%i!. ‘/‘/% - \)SC“' Coso +Cos/s).g@—§> .

It is noted that all three intervals are always present for this kind of
load., Regardless of the value of & , the post-firing i8I shows a gradual rising
in the interval from X to f ; this is the interval 2. (It is seen here that pre-
cise knowledge of f is not too essential as the transition from interval 2 to in-

terval 3 is very gradual in terms of ic.)

Figure 3 shows oscillograms of i, and 1,7 to different scales. Also
transfer characteristics with R, = 180 ohms are shown. Here Ry = 584 ohms,
L = 1,86 henries, and a d.c. source with K = 40.20 1is included within a recti-
fying bridge of its own, as shown in Fig. 4, Part I.

The considerations above apply for low values of Res. If forecing resistors
are used, both effects of extensions of the second interval and of overlap before
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reaching 4  are observed again, with resulting increases of the half-cyclic con-
trol current requirements for given output.

5) Rectified Loads with Discharging Paths

In these cases, treated in Sections 4 and 5 of Part I, the load current {_
coincides with the amplifier output current Ll during forcing intervals; the relax-
ation current \{ does not flow through the éate windings and therefore does not
affect the control requirements for given of .

If it is known that the flow of load current is discontinuous, § 1is ob-
tained again from Part I, Appendix B, Fig. 10. In more usual cases of continuous
flow, <7 is found from Part I, Appendix B, Fig. 11, in conjunction with Fig. 10,

After wt - £, t91 (and @I ) decreases; ¢x starts rising and a
third interval initiates in which the m.m.f. of the unsaturated core wanders from the
left toward the right side of the static loop. In the analysis of Part I, Sections 2
and 4, no particular effort was made to evaluate the decay of gate current past the
angle y Zw at which relaxation initiates and the load current becomes independent
of the gate winding current. On the other hand, now it is seen that this third in-
terval really terminates when the gate current extinguishes; because of some satur-
ated inductance Lq of the gate winding this occurs at some angle N > T , and the
current lgr over this interval is defined by the differential equation 2-3) of
Part I. The angle Y} 1is found from the curves of Fig. 4, in terms of the initial
value {q  of gate current when relaxation initiates, and of ®¢ = tu“7|(wL94a%3
( Ly is obtained for Part I, eq. 2-5) for cuses of discontinuous flow, and from
Part I, eq. 4=7) for the more common continuous flow).

Under these considerations the term 'll is obtained from integration of

e = - %{\ - \)“(\ \—Co’afl-irCe‘.v wi)} from fl‘Tr to &.
Likewise Ig_ is obtained from integration of
v Y O SR
N¢ \'

Careful observation of oscillograms of the magnetomotive force of the un-
saturated core shows that interval 3 consists of two sub-intervals, from to T
and from 7 to s> with a break in the slope at - . But, to obtain workable
formulas, the whole course of interval 3 can be justifiably approximated be a single
parabolic expression

“'C > —XQA{I—V$(l+C%Q +C%o()-2<l:;e—;)1} ; valid from
N, -

<

§ to rk.
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(A1l this is a matter of refinements which cunnot be carried out further, because L
is not too well defined numerically, as the process of decaying 1 extends over a

region in which transitions from <« Q sat to éres are taking place in the satur-

ated core.) Tentatively the following formulas are suggested
- i

2-19) Te = To+ 1) +1,

'8
5-1) I, = _%-\_fq’cwcdwt - —f?L:’d. (\-VA(,\«—cova\\(o(-v\m—vA(sm Mswq)}

¢
5-2) 1 s L Cedwt = =X\ (-, () eosnd Fomny|(§-«

"y \ 'l _ \
5-3) 1, z%fgt,cd,w# - Xg%i/% -\)5(\«\—6064~'\'C0‘SVDX(Q—0.

Oscillograms of gate and control currents are shown in Fig. 5 for the
amplifier in doubler circuit , but with the entire load within a rectifying bridge.
Here R, - 180 ohms, Rp = 800 ohms, Ly = 2.5 henries and K = 4 0.20.

A matter of concern is seen in the oscillations observed in all circuits
and, in particular, in i, upon the firing shock for this kind of load. The formu-
las above have been derived under the assumption that the effects of these oscilla-
tions average to zero in the integration process,

Fig. 5 presents also a comparison of calculated and measured transfer
characteristics for the conditions described. Discontinuous flow occurs for o> 600,
as recognized with the procedures given in Part I, Sections Z and 4, and reviewed in
Section 1. Iy is the sum of the forcing term I\g and of the relaxation term '\‘_s
given by eq. 4-4) and 4-5), Part I, in cases of continuous flow und by twice the
values of eq., 2-8) and 2-9), Part I, for cases of discontinuous flow. On the other

hand, I.= IL's“’ Ig1p where Igg is the correction due to pre-firing currents in

the gzate winding; Igl?'%'ll»\*(.og—(.\-nj wNs ° {In the case of discontinuous flow ex-
tinguishing at § a similar correction Can be made for I adding to it TP AEL ST | WN!

to account for the fact that pre-firing magnetizing currents flow in the load during
the interval between extinction and firing.)

6) Self-saturating Circuits with Additional Degenerative Feedback

Note: The historical development of magnetic amplifier analyses, starting from
the simple saturable reactor and successively adding "feedback" turns Ng, made
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it customary to say that the simple reactor has zero feedback and that the
addition of e.g. Ny = 0.8 N, turns converts it into an amplifier with 80%
feedback. With this termino%ogy conventional doublers and similar self-
saturating circuits are amplifiers with 100% feedback,

The recognition that the simple saturable reactor with sensitive core
materials has unity ampere-turn gain later led to some suggestion that it
would be more proper to say that the saturable reactor inherently has a 100%
feedback, The external feedback amplifiers with Np = Ng (and thus also
the conventional self-saturating circuits) should be more properly consid-
ered as the "basic" amplifier. That is, an external feedback amplifier
with Nf = 0.8 Ng has a degenerative feedback of Z0%. Likewise, if
Ne = 1.03 N, this amplifier has a regenerative feedback of 3%.

Degenerative action is obtained in the self-saturating amplifiers by intro-
ducing magnetomotive forces proportional to the rectified amplifier output current
and acting on each core with a negative contribution to its total m.m.f. .
According to a suggestion by Krabbe (Ref. 11) this can be obtained without need for
other rectifiers, by adding Ny turns on each core; these turns are cross-connected
in series with the gate winding on the other core with proper polarities. The de-
generative action is seen from the recognition that the m.m.f. equations Z-1) and
2-2) modify into

6-1) Lul'- NCLC “'N%\.gl—“d“\aax 6-2) “L!_"-NL((_ *N%(%“ _Md;\o%t

The operation of the amplifier in terms of total requirements of instantaneous
m,m,f,'s \k; and (‘*ﬁ remains unaffected (but, perhaps, for minor departures
in the "third” interval in which the unsaturated core wanders from side to side of
the static loop, if R, is large). Considering the operation of core II during the
half-cycle initiating at wt= 0 (or at wW6= /3—1' for the case of non-
rectified, inductive-resistive loads) it appears now that the various m.m.f. require-
ments of the core are satisfied for any given angle of firing if the original instan-
taneous control current 1¢ is varied by the addition of a term it = NA./NC Ler -
That is, for a given o (and thus for a given output) the control current I, is
given by

-

6-3) Le= ’Lcl. €T L‘,“* 1:

where, for each load situation, I, I.' and IJ" are the contributions given to
the total control current in the absence of degenerative turns by the three intervals
considered in the previous sections, and Ig x;*fJLAq Lgr . The summation of

I/ 4+ 1, + 1/ was seen to be a negative number; the additional requirements of
degenerative action introduce a positive term. Thus the tramsfer characteristic
expressing Ig (Ig # IL for the loads considered in Section 5) is modified by a
kind of "shearing" to the right, and positive values of control currents may well be
needed over certain portions of the transfer chuaracteristic.

More commonly, degenerative feedback is obtained by feeding the Ny turns
on the two cores directly in series with a bridge rectifying the amplifier output
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current i, substantially with the same results. (In either case the addition of
the Ny turns modifies the voltage equations of the gate loops; this is a simple
matter which may be disregarded if N4 LL Ng and which, in any case, is not within
the scope of this paper (see Ref. 6 and 12).

As the degenerative action is increased by making Ngq larger and larger,
thi terms Ié, I/ and I, become more and more insignificant with respect to
It and no need may be felt for an accurate consideration of the minor loops de-
scribed by the cores., Then, of course, coarser representations of the é; {({H)
relationship, (and, in particular, the single-valued representation with infinite
permeability in the unsaturated region) are adequate, us used in Section 1.

7) Rectifier Effects

Improper rectifier behavior is often responsible for some departures from
the results of the previous analysis. Effects of rectifier "capacitance" are most
elusive, and elementary analyses of "equivalent" linear circuits are inadequate for
many obvious reasons. It is suspected that rectifier capacitance emphasizes unfavor-
ably the high frequency oscillations which are observed in all the various coupled
circuits upon the firing shock, with asymmetrical current wave forms. Inadequate
knowledge of both rectifier "capacitance” and magnetic non-linearities along the
bottom of the minor loop prevent the authors from attempting an analysis of these
effects at this time.

On the other hand, effects of rectifier "leakage" are more readily account-
ed for. In fact, in cases of low control circuit resistances the reverse voltages
which appear across the rectifier of the unsaturated core during saturation intervals
are known in terms of output currents and circuit resistances {e.z. \frg %?-—/$3L3:
for the doubler, or V‘,EQ =TV < N, ng for the center-tap circuit, ete.). If
enough information is available to relate these voltages to the negative in. of
leakage, its magnetomotive force can be introduced in the expression of .CL}E ,
thus modifying i, during the intervals in which significant leakage occurs. Evi-
dently this negative m.m.f. has "degenerative" effects quite similar to those de-
scribed in Section 6, above. In fact, if a linearization in terms of a fictitious
rectifier "reverse resistance” is admissible, rectifier leakage corresponds to a
true degenerative feedback. The equivalent "Ng", and thus means for leakage com-
pensations by the addition of regenerative turns Ny = "Ng", have been calculated
in terms of all pertinent parameters in Ref., 12, with simple results that are well
usable, in all cases but the most critical omes of extremely high ampere-turn gains,

8) Regenerative Feedback and Related Effectis

Regenerative action is obtained in the self-saturating amplifiers by addi-
tion of N, turns on each core; these turns are cross-connected in series with the
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gate winding N, on the other core with proper polarities. (Namely, regenerative
action results if the current igg through these additional turns introduces a
positive contribution to the m.m.f. ZGF]' of the other core.) The regenerative
action is seen from the recognition that the m.m.f. equations Z-1) and 2-2) modify
into

8-1) L\'\L * Nc\.-g g N%‘ba; ¥ K‘rcﬁ 8-2) l\-lm = “]C‘\-c*N%LQE*’NrL%L

It appears that the unchanged m.m.f. requirements of the core II are
satisfied for any given angle of firing if the original instantaneous control current
ic 1is vAried by the addition of a term Lc‘*‘ ~Nr/ T - That is, the control
current I, for given & 1is given by N4

- ! " n 13 / M
8-3) -[g - Ic +:¢ “'Ic - IC where IC , C“ and S.(

are the contributions given to the total contrul current in the absence of regener-

ative action and X{* = ‘ur/Ncl‘%’I' The summation Ic'-\- I"' + Ié" was seen to be

a negative number; I i3 also negative. The regenerative action modifies the
positive branch of the transfer characteristic expressing Ig with a kind of shear-
ing to the left. The same effects ure obtained if the N v turns are fed directly by
a bridege rectifying the amplifier output current iG‘

A gimilar effect is recognized in center-tap amplifiers with inductive
loads (or in external feedbuck amplifiers with inductive loads connected inside of
the Ny loop) whenever no paths are offered for load relaxation by the additional
provision of discharging rectifiers. In these cases, mentioned in Section 6, Part I,
load relaxation takes place through the amplifier windings. In the case of the cen-
ter-tap circuit the load current 1i; of relaxation intervals finds two parallel paths

through both gate windings, that is \c < (QI'* l4r -

During relaxation the cores are absorbing the a.c. supply voltage and their
fluxes swing up and down along the major dynamic loop; that is

/2“1 = Nc‘\q, *N%L%T_ 2 +(L\»d_
(Rn = Mgigb‘l" N%L\K £ "—Q“.'d, N

whence, by summation

. \
&~ Na 7
In the case of continuous flow of load current these conditions prevail
throughout the pre-firing interval. If the resistances of these relaxation paths do
not affect the decay of relaxation current, one may say tentatively that the control
current for given & 1is now expressed by

Io=-S1 +I 1)
< N L ¢
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If the flow is discontinuous these conditions are limited to the interval
from wt= 0 to Wt e S—r , as there is a portion of the pre~-firing inter-
val in which i;" 20 and thus lgg= 0. In this case

1 \J% 1L 5,'“'4“& | ;.Zhd_wt’ 1: e
¢ ™ T~ L ¥ — ( + -+ 1 , Where
N T, TNy

’(\'\x is obtained from the descending branch of the major dynamic loop over the
time interval in gquestion.

The discharge of the load current iﬂ' through the gate windings has an
action similar to the one noticed in the regenerative feedback in so far as it in-
creases uc\ for given output; it differs from the true regenerative action, as
increases of |i,| are noticed in the pre-firing rather than in the saturation interval,

It is well known that the transfer characteristics thus calculated are
most likely to yield multivalued outputs for certain ranges of I,. Some of these
outputs correspond to conditions of unstable operation. The question of instability,
as caused by these recognizable regenerative effects, may be approached more speci-
fically in a subsequent Paper.

9) Conclusions

An analysis of load behavior upon firing has been presented in the com-
panion Paper, Part I, for certain common types of loads., This Paper, Part II,
investigates the corresponding signal requirements dealing specifically with two-core
amplifiers of the "low control impedance™ types. Amplifiers with low ampere-turn
gains have been considered first. The recognition of the inadequacies of the exten-
sion of simplified analyses to the more critical situations of amplifiers with very
higk ampere-turn gains has brought about a closer examination of the minor hysteresis
loops described by the cores in the operation. Tentative formulas have been presented
for the control current requirements in the case of "low" control circuit resistance;
the modifying influence of moderate forcing resistors in the control c¢ircuit has been
examined and "overlap"” and other related effects have been described.

The study has been carried out first for purely resistive loads, as this
seemed necessary at the present state of the art, Extensions to more general load
situations have been made subsequently under use of the results of Part I and trans-
fer characteristics have been obtained for the various cases,

Finally situations of less extreme gains (as resulting e.g. from an addi-
tional degenerative feedback or from the use of inadequate rectifiers) have been
discussed, Also, a starting point for the further study of instabilities due to
over-regeneration has been established.

A by-product of this approach is the tentative recognition of those core
properties which seem to be most significant in the control of amplifiers with low
control impedance; this may bring some clarification in the matter of pertinent core
testing procedures and in the study of the problem of drifts.
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